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local laws and the permittee shall re-
main responsible for the proper man-
agement of the well until bond release
in accordance with §§ 817.13 to 817.15.

(h) Discharges into an underground
mine. (1) Discharges into an under-
ground mine are prohibited, unless spe-
cifically approved by the regulatory
authority after a demonstration that
the discharge will—

(i) Minimize disturbance to the hy-
drologic balance on the permit area,
prevent material damage outside the
permit area and otherwise eliminate
public hazards resulting from under-
ground mining activities;

(ii) Not result in a violation of appli-
cable water quality standards or efflu-
ent limitations;

(iii) Be at a known rate and quality
which shall meet the effluent limita-
tions of § 817.42 for pH and total sus-
pended solids, except that the pH and
total suspended solids limitations may
be exceeded, if approved by the regu-
latory authority; and

(iv) Meet with the approval of the
Mine Safety and Health Administra-
tion.

(2) Discharges shall be limited to the
following:

(i) water;
(ii) Coal-processing waste;
(iii) Fly ash from a coal-fired facil-

ity;
(iv) Sludge from an acid-mine-drain-

age treatment facility;
(v) Flue-gas desulfurization sludge;
(vi) Inert materials used for stabiliz-

ing underground mines; and
(vii) Underground mine development

wastes.
(3) Water from one underground mine

may be diverted into other under-
ground workings according to the re-
quirements of this section.

(i) Gravity discharges from under-
ground mines. (1) Surface entries and
accesses to underground workings shall
be located and managed to prevent or
control gravity discharge of water from
the mine. Gravity discharges of water
from an underground mine, other than
a drift mine subject to paragraph (i)(2)
of this section, may be allowed by the
regulatory authority if it is dem-
onstrated that the untreated or treated
discharge complies with the perform-

ance standards of this part and any ad-
ditional NPDES permit requirements.

(2) Notwithstanding anything to the
contrary in paragraph (i)(1) of this sec-
tion, the surface entries and accesses of
drift mines first used after the imple-
mentation of a State, Federal, or Fed-
eral Lands Program and located in
acid-producing or iron-producing coal
seams shall be located in such a man-
ner as to prevent any gravity discharge
from the mine.

(j) Drinking, domestic or residential
water supply. The permittee must
promptly replace any drinking, domes-
tic or residential water supply that is
contaminated, diminished or inter-
rupted by underground mining activi-
ties conducted after October 24, 1992, if
the affected well or spring was in exist-
ence before the date the regulatory au-
thority received the permit application
for the activities causing the loss, con-
tamination or interruption. The base-
line hydrologic information required in
§§ 780.21 and 784.14 of this chapter and
the geologic information concerning
baseline hydrologic conditions required
in §§ 780.21 and 784.22 of this chapter
will be used to determine the impact of
mining activities upon the water sup-
ply.

[48 FR 43992, Sept. 26, 1983, as amended at 52
FR 45924, Dec. 2, 1987; 60 FR 16749, Mar. 31,
1995]

§ 817.42 Hydrologic balance: Water
quality standards and effluent limi-
tations.

Discharges of water from areas dis-
turbed by underground mining activi-
ties shall be made in compliance with
all applicable State and Federal water
quality laws and regulations and with
the effluent limitations for coal mining
promulgated by the U.S. Environ-
mental Protection Agency set forth in
40 CFR part 434.

[47 FR 47222, Oct. 22, 1982, as amended at 48
FR 44051, Sept. 26, 1983]

§ 817.43 Diversions.

(a) General requirements. (1) With the
approval of the regulatory authority,
any flow from mined areas abandoned
before May 3, 1978, and any flow from
undisturbed areas or reclaimed areas,
after meeting the criteria of § 817.46 for
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siltation structure removal, may be di-
verted from disturbed areas by means
of temporary or permanent diversions.
All diversions shall be designed to min-
imize adverse impacts to the hydro-
logic balance within the permit and ad-
jacent areas, to prevent material dam-
age outside the permit area and to as-
sure the safety of the public. Diver-
sions shall not be used to divert water
into underground mines without ap-
proval of the regulatory authority in
accordance with § 817.41(h).

(2) The diversion and its appurtenant
structures shall be designed, located,
constructed, and maintained to—

(i) Be stable;
(ii) Provide protection against flood-

ing and resultant damage to life and
property;

(iii) Prevent, to the extent possible
using the best technology currently
available, additional contributions of
suspended solids to streamflow outside
the permit area; and

(iv) Comply with all applicable local,
State, and Federal laws and regula-
tions.

(3) Temporary diversions shall be re-
moved when no longer needed to
achieve the purpose for which they
were authorized. The land disturbed by
the removal process shall be restored
in accordance with this part. Before di-
versions are removed, downstream
water-treatment facilities previously
protected by the diversion shall be
modified or removed, as necessary, to
prevent overtopping or failure of the
facilities. This requirement shall not
relieve the operator from maintaining
water-treatment facilities as otherwise
required. A permanent diversion or a
stream channel reclaimed after the re-
moval of a temorary diversion shall be
designed and constructed so as to re-
store or approximate the premining
characteristics of the original stream
channel including the natural riparian
vegetation to promote the recovery
and the enhancement of the aquatic
habitat.

(4) The regulatory authority may
specify additional design criteria for
diversions to meet the requirements of
this section.

(b) Diversion of perennial and intermit-
tent streams. (1) Diversion of perennial
and intermittent streams within the

permit area may be approved by the
regulatory authority after making the
finding relating to stream buffer zones
called for in 30 CFR 817.57 that the di-
versions will not adversely affect the
water quantity and quality and related
environmental resources of the stream.

(2) The design capacity of channels
for temporary and permanent stream
channel diversions shall be at least
equal to the capacity of the unmodified
stream channel immediately upstream
and downstream from the diversion.

(3) The requirements of paragraph
(a)(2)(ii) of this section shall be met
when the temporary and permanent di-
versions for perennial and intermittent
streams are designed so that the com-
bination of channel, bank and flood-
plain configuration is adequate to pass
safely the peak runoff of a 10-year, 6-
hour precipitation event for a tem-
porary diversion and a 100-year, 6-hour
precipitation event for a permanent di-
version.

(4) The design and construction of all
stream channel diversions of perennial
and intermittent streams shall be cer-
tified by a qualified registered profes-
sional engineer as meeting the per-
formance standards of this part and
any design criteria set by the regu-
latory authority.

(c) Diversion of miscellaneous flows. (1)
Miscellaneous flows, which consist of
all flows except for perennial and inter-
mittent streams, may be diverted away
from disturbed areas if required or ap-
proved by the regulatory authority.
Miscellaneous flows shall include
ground-water discharges and ephemeral
streams.

(2) The design, location, construc-
tion, maintenance, and removal of di-
versions of miscellaneous flows shall
meet all of the performance standards
set forth in paragraph (a) of this sec-
tion.

(3) The requirements of paragraph
(a)(2)(ii) of this section shall be met
when the temporary and permanent di-
versions for miscellaneous flows are de-
signed so that the combination of
channel, bank and flood-plain configu-
ration is adequate to pass safely the
peak runoff of a 2-year, 6-hour precipi-
tation event for a temporary diversion
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and a 10-year, 6-hour precipitation
event for a permanent diversion.

[48 FR 43993, Sept. 26, 1983]

§ 817.45 Hydrologic balance: Sediment
control measures.

(a) Appropriate sediment control
measures shall be designed, con-
structed, and maintained using the
best technology currently available to:

(1) Prevent, to the extent possible,
additional contributions of sediment to
stream flow or to runoff outside the
permit area,

(2) Meet the more stringent of appli-
cable State or Federal effluent limita-
tions,

(3) Minimize erosion to the extent
possible.

(b) Sediment control measures in-
clude practices carried out within and
adjacent to the disturbed area. The
sedimentation storage capacity of
practices in and downstream from the
disturbed areas shall reflect the degree
to which successful mining and rec-
lamation techniques are applied to re-
duce erosion and control sediment.
Sediment control measures consist of
the utilization of proper mining and
reclamation methods and sediment
control practices, singly or in combina-
tion. Sediment control methods in-
clude but are not limited to—

(1) Disturbing the smallest prac-
ticable area at any one time during the
mining operation through progressive
backfilling, grading, and prompt re-
vegetation as required in § 817.111(b);

(2) Stabilizing the backfilled mate-
rial to promote a reduction of the rate
and volume of runoff in accordance
with the requirements of § 817.102;

(3) Retaining sediment within dis-
turbed areas;

(4) Diverting runoff away from dis-
turbed areas;

(5) Diverting runoff using protected
channels or pipes through disturbed
areas so as not to cause additional ero-
sion;

(6) Using straw dikes, riprap, check
dams, mulches, vegetative sediment
filters, dugout ponds, and other meas-
ures that reduce overland flow veloc-
ity, reduce runoff volume, or trap sedi-
ment;

(7) Treating with chemicals; and

(8) Treating mine drainage in under-
ground sumps.

[44 FR 15422, Mar. 13, 1979, as amended at 48
FR 44781, Sept. 30, 1983]

§ 817.46 Hydrologic balance: Siltation
structures.

(a) For the purposes of this section
only, disturbed areas shall not include
those areas—

(1) In which the only surface mining
activities include diversion ditches, sil-
tation structures, or roads that are de-
signed, constructed and maintained in
accordance with this part; and

(2) For which the upstream area is
not otherwise distributed by the opera-
tor.

(b) General requirements. (1) Addi-
tional contributions of suspended sol-
ids and sediment to streamflow or run-
off outside the permit area shall be pre-
vented to the extent possible using the
best technology currently available.

(2) All surface drainage from the dis-
turbed area shall be passed through a
siltation structure before leaving the
permit area, except as provided in
paragraph (b)(5) or (e) of this section.

(3) Siltation structures for an area
shall be constructed before beginning
any undergound mining activities in
that area, and upon construction shall
be certified by a qualified registered
professional engineer, or in any State
which authorizes land surveyors to pre-
pare and certify plans in accordance
with § 784.16(a) of this chapter a quali-
fied registered professional land sur-
veyor, to be constructed as designed
and as approved in the reclamation
plan.

(4) Any siltation structure which im-
pounds water shall be designed, con-
structed and maintained in accordance
with § 817.49 of this chapter.

(5) Siltation structures shall be
maintained until removal is authorized
by the regulatory authority and the
disturbed area has been stabilized and
revegetated. In no case shall the struc-
ture be removed sooner than 2 years
after the last augmented seeding.

(6) When the siltation structure is re-
moved, the land on which the siltation
structure was located shall be regraded
and revegetated in accordance with the
reclamation plan and §§ 817.111 through
817.116 of this chapter. Sedimentation
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